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Spez ia le lek tronik   G mbH

8 Channel High Voltage Power Supply ( 500 V / 15 mA)

Tabels of specifications

Specification according to specification of tender or if better marked with * .

EHQ 8005-F Module in 4 wire version

Output voltage per channel V 500V

Max. output current per channel mA 15

Channels per module( card ) 8

Module width TE (5,08mm) 8

Programmable setting step * mV 10

DC regulation at load mV < ± 20

DC stability at load over 15 years (T = 25° C) mV < ± 20

Ripple & noise f ≤ 100 KHz * mV < 5

Ripple & noise f > 100 KHz mV < 2

Operating temperature ° C 15 - 40

Current limit mA 15

Ramp programmable V/s 0,5 - 50

Voltage measurement resolution mV 10

Voltage measurement precision mV < ± 20

Current measurement resolution nA 250

Current measurement precision * % 0,01

General Specifications

Module

Interface CAN Field bus (Specification CAN 2.0 B)

CAN-segments 64 modules / segment  => 1CAN-Group-Controller MHCC 64 per segment

Readout one Value per Channel 3,5ms

Readout Errorstatus for all channels 200ms

Connector Multipin: Erni

Power fail Automatic Ramp-Down with 50V/s at mains OFF

Crate

Height 7U

Cooling Fan cooling

Buffer Internal Power-buffer for 1 min. (UPS)

Specifics

CR3 / 8 slots  8TE Lambda - PS  230V AC / 1000W; PS plug in


